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BACK GLASS SEALING PROCEDURE

’ The original production sealer around the pinchweld flange of the back window is the same neutral color rubber
base sealer as used on windshields and is easily removed with a dry cloth and putty knife after glass and
channel have been lifted out of the opening. For resealing purposes when installing the back glass, use 3-M
Autobody Sealer along the contacting base of the rubber channel as indicated in the cross-section drawing at
‘(2”

After installation, the lip of the rubber channel must be cemented to the outside surface of the glass with 3-M
Weatherstrip Adhesive as indicated at “1’”’, In addition, before installation of the small angular upper corner
reveal molding indicated at “C”’, 3-M Autobody Sealer must also be applied to the base of the retaining bolt
on this molding before it is inserted through the hole in the rubber channel.

’ BACK GLASS INSTALLATION

1. Clean off all old sealer from the back glass body
opening and rubber channel. Inspect the pinchweld
flange of glass opening for any uneveness or high
spots and correct same before new glass is installed.

2. With back glass on a bench, install the rubberE>
channel around the edge of glass. Insert the attach-
ing flanges of the upper and lower reveal moldings
into the molding groove in rubber channel. Also
install reveal molding escutcheon. Illustration shows
outside surface of assembly after moldings are in-
stalled. NOTE: The back glass must be installed
with manufacturers glass emblem at the bottom
center of the glass.

3. Opposite illustration shows inside view of assem-
bly after reveal moldings have been installed. Starting
at the bottom center, insert a strong cord into the
pinchweld groove of the rubber channel completely
around the assembly. Then, at the bottom, tie a
knot in the ends of cord and tape the ends to the
glass as shown in this illustration.

4. Next, apply a heavy continuous bead of 3-M
Autobody Sealer along the base of the rubber channel
completely around the assembly, then with the aid
of a helper, place the complete assembly into the
glass opening in the body and adjust to its approxi-
mate original position.
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